lespie$anas datums: 13.01.2023

Lpp.: 1/7
Drosibas datu lapa
atbilstosi 1907/2006/EK, 31. pants

Versijas numurs 1 Labojums: 13.01.2023

\ 1. IEDALA. Vielas/maisijuma un uznémeéjsabiedribas/uznémuma identificéSana

. 1.1 Produkta identifikators

. Produkta nosaukums tirga:
. UFL:

ATTBLIME ABX-G
CWP2-P03V-100G-32UC

. 1.2 Vielas vai maisijuma bdtiskie identificétie lietoSanas veidi un neieteicamie lietoSanas veidi

. LietoSanas nozare

. Produktu kategorija

. Procesa kategorija

. lzdali§anas vidé kategorija

. Vielas/ preparata pielietojums

. 1.3 Informacija par drosibas datu
. Razotajs/ piegadatajs:

. Informacijas sniedzéjs:
. 1.4 Talrupa numurs, kur zvanit
arkartas situacijas:

SU3 Rapnieciskie lietojumi. AtseviSku vielu izmanto$ana vai to izmanto$ana preparatos
ripniecibas uznémumos.

PC9a Parklajumi un krasas, atSkaiditaji, laku un krasu nonemsanas sastavi
PROC5 MaisiSana vai sajauk$8ana periodiskos procesos

ERC2 FormuléSana maisijuma

Aerosols

Matésanas [dzeklis

lapas piegadataju

Graichen

Produktions- und Vertriebs-GmbH

Darmstadter Str. 127

D-64625 Bensheim

Tel.: +49(0)6251 / 7707880

Fax: +49(0)6251 / 77901

e-mail: ehs@graichen-bensheim.de

homepage: http://www.graichen-bensheim.de

Produktu dro$ibas departaments

Graichen: Darba laika: +49(0)6251 7707880

Graichen: Arpus darba laika: +49(0)172 7478476

Konsultaciju centrs saindéSanas gadijumos Mainca Tel: +49(0)6131/19240 Informacija par
saindéSanos:+49(0)700/GIFTINFO

Latvijas Vides, geologijas un meteorologijas centrs

(+371) 67032600

2. [IEDALA. Bistamibas apzinaSana

. 2.1 Vielas vai maisijuma klasifikacija

. Klasifikacija saskana ar Regulu (EK) Nr. 1272/2008
Flam. Liqg. 2 H225 Viegli uzliesmojoss Skidrums un tvaiki.
Eye Irrit. 2 H319 Izraisa nopietnu acu kairinajumu.
Aquatic Chronic 3 H412 Kaitigs Gdens organismiem ar ilgsto§am sekam.

. 2.2 Markéjuma elementi

. Markésana saskana ar Regulu
(EK) Nr. 1272/2008

. Bistamibas piktogrammas

. Signalvards
. Bistamibas apzimé&jumi

. Dro8ibas prasibu apziméjums

. 2.3 Citi apdraudéjumi

. PBT un vPvB ekspertizes rezultati
. PBT:

. vPVvB:

Produkta klasifikacija un markéSana veikta atbilstoSi CLP regulas prasibam.

GHS02 GHSO07

Draudi

H225 Viegli uzliesmojoss Skidrums un tvaiki.

H319 Izraisa nopietnu acu kairingjumu.

H412 Kaitigs Gdens organismiem ar ilgsto$am sekam.

Turét pietiekama attdluma no karstuma avotiem, karstam virsmam,
dzirkstelém, atklatas liesmas un citiem aizdegSanas avotiem.
Nesmeéket.

Izmantot spradziendroSas [elektriskas/ventilacijas/apgaismoSanas]
iekartas.

NodrosSinaties pret statiskas energijas izladi.

Izmantot aizsargcimdus/aizsargapgérbu/acu aizsargus/sejas aizsargus/
dzirdes aizsarglidzek|us.

P303+P361+P353 SASKARE AR ADU (vai matiem): Nekavéjoties novilkt visu piesarnoto

apgérbu. Noskalot adu ar Gdeni [vai iet dusa].

P305+P351+P338 SASKARE AR ACIM: Uzmanigi izskalot ar Gdeni vairdkas mindtes.

Iznemt kontaktlécas, ja tas ir ievietotas un ja to var vienkarsi izdartt.
Turpinat skalot.

P403+P235 Glabat labi védinamas telpas. Turét vésuma.

Izmest saturu/iepakojumu saskana ar viet&jiem/regionalajiem/
nacionalajiem/starptautiskajiem noteikumiem.

Nav pielietojams.
Nav pielietojams.
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\ 3. IEDALA. Sastavs/informacija par sastavdalam
. 3.2 MaisTjumi
. Bistamie komponenti:

CAS: 64-17-5 Etanols & Flam. Liq. 2, H225; <» Eye Irrit. 2, H319 25-50%
EINECS: 200-578-6

CAS: 287-92-3 Ciklopentans ® Flam. Lig. 2, H225; Aquatic Chronic 3, H412 | 25—50%
EINECS: 206-016-6

. Papildu informacija: So riska frazu jeb bistamibas pakapes apziméjumu formul&jumu skatit 16.nodala.

4. IEDALA. Pirmas palidzibas pasakumi
. 4.1 Pirmas palidzibas pasakumu apraksts

. Péc ieelpoSanas: Svaiga gaisa padeve, sidzibam saglabajoties, konsultéties ar arstu.
. Péc saskares ar adu: Parasti produkts nekairina adu.
. Péc noklusanas acis: Acis caur pavertiem plakstiniem skalot vairakas mindtes zem tekoSa Gdens.
. Péc noriSanas: Nekavéjoties konsultéties ar arstu.
. 4.2 Svarigakie simptomi un
ietekme — akuti un aizkaveéti Nav pieejama cita batiska informacija.

. 4.3 Norade par nepiecieSamo
neatliekamo medicinisko
palidzibu un Tpasu apripi Nav pieejama cita batiska informacija.

5. IEDALA. Ugunsdzésibas pasakumi

. 5.1 Ugunsdzésibas lidzekli
. Piemeérotie dzéSanas Iidzekli: Co2, dzéSamais pulveris vai 0dens strikla. Lielaku degSanu apkarot ar Gidens striklu vai ar
alkoholnoturigam putam.

. DroSibas apsvérumu dél

nepiemeérotie dzéSanas lidzekli: Pilna adens strikla
. 5.2 Ipasa vielas vai maisijuma

izraisita bistamiba Nav pieejama cita batiska informacija.
. 5.3 leteikumi ugunsdzéséjiem
. Ipasais aizsargaprikojums: Nav nepiecieSami 1pasi pasakumi.

\ 6. IEDALA. Pasakumi nejausas nopliudes gadijumos

. 6.1 Individualas drosibas
pasakumi, aizsardzibas lidzekli
un proceduras arkartas
situacijam Nav nepiecieSams.
. 6.2 Vides drosibas pasakumi: Nepielaut iepladi kanalizacija vai Gdenos.
Nepielaut nok|GSanu kanalizacija, gravjos un pagrabos.
Par ieplasanu tGdenos vai kanalizacija pazinot atbildigam iestadém.

. 6.3 Lokalizacijas (ierobezosanas)
un savakSanas panémieni un
materiali Savakt ar Skidrumu sasaistoSu vielu palidzibu (smiltim, poraino grants iezi, skabju
sasaistitaju, universalo sasaistitaju, zaga skaidam).
Ruapéties par pietiekoSu ventilaciju.
. 6.4 Atsauce uz citam iedalam Informaciju par personigo aizsargaprikojumu skatit 8.nodala.
Informaciju par atkritumu likvidaciju skatrt 13.nodala.

7. IEDALA. ApieSanas un glabasana

. 7.1 Drosa apieSanas un tai
vajadzigie piesardzibas

pasakumi Atbilsto$i lietojot, nav nepiecieSami pasi pasakumi.
. Norades aizsardzibai pret degSanu
un eksploziju: Aizdeg8anas avotus turét attaluma — nesméket.

Veikt pasakumus pret elektrostatisko uzladésanos.

. 7.2 DroSas glabasanas apstakli, tostarp visu veidu nesaderiba
. Uzglabasana:
. Prasibas, kadam jaatbilst

uzglabasanas telpam un tvertném: Glabat vésa vieta.
. Norades par vairaku vielu kopé&ju

uzglabasanu: Uzglabat atseviski no partikas produktiem.
. Citi uzglabasanas nosacijumi: Uzglabat labi noslégtas tilpnés vésa un sausa vieta.

Tvertni uzglabat labi védinama vieta.

. 7.3 Konkréts(-i) galalietoSanas

veids(-i) Nav pieejama cita batiska informacija.
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8. IEDALA. Ekspozicijas kontrole/individuala aizsardziba

. 8.1 Kontroles parametri

. Sastavdalas, kuru robezveértibas ir kontroléjamas attiecigaja darba vieta:

CAS: 64-17-5 Etanols

AER (LV) [ligstoSa vértiba: 1000 mg/m?

TLV (EU) |Tslaiciga vértiba: 6 mg/m?

AGW (DE) | ligstoSa vértiba: 380 mg/m?3, 200 ppm
4(I);DFG, Y

PEL (US) |ligsto$a véertiba: 1900 mg/m3, 1000 ppm
REL (US) |ligsto$a vértiba: 1900 mg/m3, 1000 ppm
TLV (US) TAsll))aicha vértiba: 1000 ppm

CAS: 287-92-3 Ciklopentans

REL (US) |ligstosa vértiba: 1720 mg/m?3, 600 ppm
TLV (US) |[ligstoSa vértiba: 1000 ppm
EX

. DNEL
CAS: 64-17-5 Etanols
orali DNEL Long-term - systemic effects |87 mg/kg bw/day (general (Allgemeinbevdlkerung))

dermali |DNEL Long-term - systemic effects | 206 mg/kg bw/day (general (Allgemeinbevdlkerung))
343 mg/kg bw/day (Workers (Arbeitnehmer))
inhalativi | DNEL Acute - local effects 950 mg/m? (general (Allgemeinbevolkerung))

1.900 mg/m? (Workers (Arbeitnehmer))

DNEL Long-term - systemic effects | 114 mg/m? (general (Allgemeinbevoélkerung))

950 mg/m? (Workers (Arbeitnehmer))

. PNEC
CAS: 64-17-5 Etanols
PNEC Soil (Boden) 0,63 mg/kg
PNEC fresh water sediment (StiRwassersediment) | 3,6 mg/kg
PNEC fresh water (StRwasser) 0,96 mg/l
PNEC marine water sediment 2,9 mg/kg
PNEC Marine water 0,79 mgl/l
PNEC-STP 580 mg/I
. Papildu informacija: Pamata tika izmantoti sastadiSanas laika spéka esosie saraksti.

. 8.2 Ekspozicijas kontrole

. AtbilstoSa inzeniertehniska kontrole Nav citu datu, skat. 7.punktu.

. Individualie aizsardzibas pasakumi, pieméram, individualie aizsardzibas lidzekli
. Visparéji aizsardzibas un higiénas

pasakumi: Partraukumos un darba beigas nomazgat rokas.
. Elpcelu aizsardziba Nepietiekamas ventilacijas gadijuma aizsargat elpoSanu.
. Roku aizsardziba: Cimdu materialam ir jabat necaurlaidigam un noturigam pret produktu/ vielu/ preparatu.

Sakara ar testu trikumu nav iespéjams dot jebkadus ieteikumus par cimdu materialu
saskarsmi ar produktu/ preparatu/ kimikaliju maisijumu.

Cimdu materiala izvéle, nemot véra cauri izspieSanas laiku, caurlaides apjomus un
sabojasanos.

. Cimdu materials Piemérotu cimdu izvéle ir atkariga ne tikai no materiala, bet art no citiem kvalitates
raditajiem, kuri dazadiem razotajiem ir atSkirigi. Ta ka produktu izgatavo no vairakam
vielam, cimdu materiala izturiba iepriek$ nav aprékinama, tapéc pirms lietoSanas ta ir
japarbauda.

. Cimdu materiala caurlaides laiks ~ Precizu cauri izspieSanas laiku (permeabilitati) var uzzinat no aizsargcimdu razotaja, Sis
laiks jaievero, lietojot cimdus.

. Acu/sejas aizsardziba Blivi noslédzamas aizsargbrilles

9. IEDALA. Fizikalas un kKimiskas 1pasibas

. 9.1 Informacija par fizikalajam un kimiskajam pamatipasibam
. Visparéji dati .
. Agregatstavoklis Skidrs
. Krasa: Bezkrasains
. Smarza: Raksturigs
. Smarzas slieksnis: Nav noteikts.
. VirSanas punkts vai sakotnéjais virSanas punkts un virSanas
temperatdras diapazons 49,5 °C (121,1 °F) (CAS: 287-92-3 Ciklopentans)
. Uzliesmojamiba Viegli uzliesmojoss.

(Turpindjums 4.Ipp.)
Lv




Lpp.: 4/7
Drosibas datu lapa
atbilstosi 1907/2006/EK, 31. pants

lespie$anas datums: 13.01.2023 Versijas numurs 1 Labojums: 13.01.2023

Produkta nosaukums tirgia: ATTBLIME ABX-G

(Turpindjums 3.Ipp.)

. Apak$éja un augséja spradzienbistamibas robeza

. Apakseéja: 3,5 Vol % (CAS: 64-17-5 Etanols)

. Augseéja: 15 Vol % (CAS: 64-17-5 Etanols)

. UzliesmoS$anas punkts -20 °C (-4 °F) (CAS: 287-92-3 Ciklopentans)
. AizdegSanas temperatira: 363 °C (685,4 °F) (CAS: 64-17-5 Etanols)

. SadaliSanas temperatira Nav noteikts.

. pH Nav noteikts.

. Viskozitate:

. dinamiska: Nav noteikts.

. Skidiba

. udeni: Nav/ mazliet samaisams.

. Sadalljuma koeficients (n-oktanols-tdens) (log vértiba) Nav noteikts.

. Tvaika spiediens pie 20 °C (68 °F): 530 hPa (397,5 mm Hg) (CAS: 287-92-3 Ciklopentans)
. Blivums un/vai relativais blivums

. Blivums pie 20 °C (68 °F): 0,7815 g/cm® (6,5216 Ibs/gal)

. Relativais blivums Nav noteikts.

. Tvaiku blivums Nav noteikts.

. 9.2 Cita informacija

. lzskats: .

. Forma: Skidrums

. Svariga informacija par veselibas un apkartéjas vides
aizsardzibu, ka arT par droSibu

. PasuzliesmoS$anas temperatira Produkts neaizdegas pats no sevis.
. Spradzienbistamiba: Nav noteikts.
. Skidinataja saturs:
. Organiskie Skidinataji: 88,5 %
. VOC (EU) (%)
. Cieto dalinu saturs: 11,5 %
. Stavokla maina
. Iztvaiko$anas atrums Nav noteikts.
. Informacija par fizikalas bistamibas klasém
. Spradzienbistami mater iali iztrokst
. Uzliesmojo8as gazes iztrakst
. Aerosoli iztrakst
. OksidéjoSas gazes iztrakst
. Gazes zem spiediena iztrokst
. UzliesmojoSi Skidrumi Viegli uzliesmojoss Skidrums un tvaiki.
. UzliesmojoSas cietas vielas iztrakst
. Pasreagéjosas vielas un maisijumi iztrakst
. Pirofori skidrumi iztrakst
. Piroforas cietas vielas iztrakst
. PaSsasilstoSas vielas un maistjumi iztrakst
. Vielas un maisijumi, kas saskaré ar Gdeni izdala uzliesmojoSas
gazes iztrakst
. Oksidejosi skidrumi iztrakst
. Oksidéjosas cietas vielas iztrakst
. Organiskie peroksidi iztrokst
. Vielas un maisijumi, kas izraisa metalu koroziju iztrokst
. Desensibilizéti spradzienbistami materiali iztrakst

10. IEDALA. Stabilitate un reagétspéja

. 10.1 Reagétspéja Nav pieejama cita batiska informacija.
. 10.2 Kimiska stabilitate
. Termiska sadaliSanas/ apstakli, no

kuriem jaizvairas: Nesadalas, ja pielieto atbilstoSi nosacijumiem.
. 10.3 Bistamu reakciju
iespéjamiba Nav zinamas bistamas reakcijas.
. 10.4 Nepielaujami apstakli Nav pieejama cita batiska informacija.
. 10.5 Nesaderigi materiali: Nav pieejama cita batiska informacija.
. 10.6 Bistami sadaliSanas
produkti Nav zinami bistami sadali$8anas produkti.

11. IEDALA. Toksikologiska informacija

. 11.1 Informacija par Regula (EK) Nr. 1272/2008 definétajam bistamibas klasém
. Akdta toksicitate [akats

toksiskums] Pamatojoties uz pieejamajiem datiem, neatbilst klasificeSanas kritérijiem.
. Adas korozija/ adas kairinajums

[kodigs adai/ kairinoSs adai] Pamatojoties uz pieejamajiem datiem, neatbilst klasificESanas kritérijiem.
. Nopietns acu bojajums/acu

kairinajums Izraisa nopietnu acu kairinajumu.

(Turpindjums 5.Ipp.)
Lv




Lpp.: 5/7
Drosibas datu lapa
atbilstosi 1907/2006/EK, 31. pants

lespie$anas datums: 13.01.2023 Versijas numurs 1 Labojums: 13.01.2023

Produkta nosaukums tirgia: ATTBLIME ABX-G

(Turpindjums 4.Ipp.)
. Elpcelu vai adas sensibilizacija
[sensibilizacija, ieelpojot vai

nonakot saskaré ar adu] Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.
. Mutagenitate dig|Suanam [cilmes

$lnu mutagenitate] Pamatojoties uz pieejamajiem datiem, neatbilst klasificESanas kritérijiem.
. Kancerogenitate Pamatojoties uz pieejamajiem datiem, neatbilst klasificESanas kritérijiem.
. Reproduktiva toksicitate [toksisks

reproduktivai sistéma]) Pamatojoties uz pieejamajiem datiem, neatbilst klasificeSanas kritérijiem.

. Toksiska ietekme uz 1pasu

meérkorganu, vienreizeja

ekspozicija [toksiska ietekme uz

mérkorganu, vienreiz&ja iedarbiba] Pamatojoties uz pieejamajiem datiem, neatbilst klasificeSanas kritérijiem.
. Toksiska ietekme uz 1pasu

mérkorganu, atkartota ekspozicija

[toksiska ietekme uz mérkorganu,

atkartota iedarbiba] Pamatojoties uz pieejamajiem datiem, neatbilst klasificeSanas kritérijiem.
. Aspirativa bistamiba [bistams
ieelpojot] Pamatojoties uz pieejamajiem datiem, neatbilst klasificESanas kritérijiem.

. 11.2 Informacija par citiem apdraudéjumiem
. Endokrini disruptivas 1pasibas
Nesatur nevienu no sastavdalam

12. IEDALA. Ekologiska informacija
. 12.1 Toksicitate
. Udenu toksiskums:
CAS: 64-17-5 Etanols
EC50 5.800 mg/l (Paramaecium caudatum)
EC50 (24h) |858 mg/l (Artemia salina)
EC50 (7d) |> 5.000 mg/l (Algae) (Freshwater Alga and Cyanobacteria, Growth Inhibiti)
EC50 (48h) |9.268 — 14.221 mg/l (daphnia magnia/gr. Wasserfloh) (Daphnia sp. Acute Immobilisation Test)
EC50 (72h) |275 mg/I (Chlorella vulgaris) (Freshwater Alga and Cyanobacteria, Growth Inhibiti)
LC50 (24h) |11.200 mg/l (Salmo gairdneri)
)
)

LC50 (48h) |5.012 mg/l (Ceriodaphnia dubia (Wasserfloh))
LC50 (96h) |13.000 mg/l (Oncorhynchus mykiss) (Fish, Acute Toxicity Test)
14.200 mg/l (Pimephales promelas (fettkopf. Ellritze))
NOEC (10d) |2 mg/l (Daphnie)
. 12.2 Noturiba un noardamiba
CAS: 64-17-5 Etanols
Biodegradability 80 — 85 % (aerob) (Biodegradability)
Biodegradability 28d | 97 % (Ready Biodegradability)
. 12.3 Bioakumulacijas potencials
CAS: 64-17-5 Etanols

Log Pow
Log Kow
BCF 0,66
. 12.4 Mobilitate augsné Nav pieejama cita batiska informacija.
.12.5 PBT un vPvB ekspertizes rezultati
. PBT: Nav pielietojams.
. VPVB: Nav pielietojams.
. 12.6 Endokrini disruptivas
Tpasibas Produkts nesatur vielas, kam piemit endokrinas sistémas darbibai kaitéjoSas 1pasibas.

. 12.7 Citas nelabvéligas ietekmes
. Ekologiski-toksiska iedarbiba:
CAS: 64-17-5 Etanols

EC10 (72h)| 11,5 mg/l (Paramaecium caudatum) (Freshwater Alga and Cyanobacteria, Growth Inhibiti)
. Piezime: Kaitigs zivim.
. Cita ekologijas informacija:
. Visparéjie noradijumi: kaitigs 0dens organismiem

Udens apdraudgjuma klase 1(Pasu klasifikacija): vaji apdraud tdeni
Nepielaut nok|GSanu gruntstdenos, tdenos vai kanalizacija neatSkaidita veida vai lielakos
daudzumos.
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13. IEDALA. ApsaimniekoS8anas apsveérumi

. 13.1 Atkritumu apstrades metodes

. Eiropas atkritumu katalogs

HP3

Uzliesmojosds

HP4

KairinoSs - kairina adu un izraisa acu bojajumus

HP14

Ekotoksisks

. Neattiritie iesainojumi:
. leteikums: Ar nepiesarnotiem iepakojumiem var rikoties ka ar sadzives atkritumiem.

14. IEDALA. Informacija par transportéSanu

. 14.1 ANO numurs vai ID numurs
. ADR, IMDG, IATA UN1993

. 14.2 ANO oficialais kravas nosaukums

.ADR
. IMDG
. IATA

1993 UZLIESMOJOSS SKIDRUMS, C.N.P. (CIKLOPENTANS,
ETANOLA SKIDUMS (ETILSPIRTA SKIDUMS))

FLAMMABLE LIQUID, N.O.S. (CYCLOPENTANE, ETHANOL
SOLUTION (ETHYL ALCOHOL SOLUTION))

FLAMMABLE LIQUID, N.O.S. (CYCLOPENTANE, ETHANOL
SOLUTION)

. 14.3 TransportésSanas bistamibas klase(-es)

.ADR

2

. klase

. Riska faktoru etikete

. IMDG,

. Class
. Label

3 (F1) Uzliesmojosi Skidrumi

IATA

3 Uzliesmojosi skidrumi
3

. 14.4 lesainojuma grupa
. ADR, IMDG, IATA I

. 14.5 Vides apdraudéjumi: Nav pielietojams.
. 14.6 Tpasi piesardzibas pasakumi lietotajiem Uzmanibu: Uzliesmojosi Skidrumi
. Bistamibas identifikacijas numurs (Kemler numurs):
. Neatliekamas mediciniskas palidzibas Nr.: F-E,S-E
. Stowage Category B
. 14.7 Beztaras kravu jaras parvadajumi saskana ar SJO
instrumentiem Nav pielietojams.
| _.Transports/ cita informacija:
. ADR
. lerobeZotie daudzumi (LQ) 1L
. Atbrivotie daudzumi (EQ) Kods: E2

. Transporta kategorija

| _-Tunelaizmantosanas ierobezojuma kods: DE
. IMDG
. Limited quantities (LQ) 1L
. Excepted quantities (EQ) Code: E2

Maximum net quantity per inner packaging: 30 ml
Maximum net quantity per outer packaging: 500 ml

. UN "Model Regulation": UN 1993 UZLIESMOJOSS SKIDRUMS, C.N.P. (CIKLOPENTANS,

ETANOLA SKIDUMS (ETILSPIRTA SKIDUMS)) 3,1l
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15. IEDALA. Informacija par reguléjumu
. 15.1 Drosibas, veselibas un vides jomas noteikumi/normativie akti, kas Tpasi attiecas uz vielu un maisijumu

. Direktiva 2012/18/ES
. Konkrétas bistamas vielas - |

PIELIKUMS Nesatur nevienu no_sastavdalam
. Seveso kategoriju P5c UZLIESMOJOSI SKIDRUMI

. Kritiskais/kvalificéjoSais daudzums
(tonnas), lai piemérotu prasibas,
kas attiecas uz zemaka Iimena
uznémumiem 5.000 t
. Kritiskais/kvalificéjoSais daudzums
(tonnas), lai piemérotu prasibas,
kas attiecas uz augstaka lTmena

uznémumiem 50.000 t
. Regula (EK) Nr. 1907/2006 XVII
PIELIKUMS lerobezojumi: 3

. Direktiva 2011/65/ES par dazu bistamu vielu izmantoSanas ierobezoSanu elektriskas un elektroniskas iekartas - Il Pielikums
Nesatur nevienu no sastavdalam
. REGULA (ES) 2019/1148

. I Pielikums - IEROBEZOTI SPRAGTSVIELU PREKURSORI (Aug$€ja robezvértiba licencésanas nolikos saskana ar 5. panta
3. punktu)

Nesatur nevienu no sastavdalam

. I Pielikums - ZINOJAMI SPRAGSTVIELU PREKURSORI
Nesatur nevienu no sastavdalam

. Regula (EK) Nr. 273/2004 par narkotisko vielu prekursoriem
Nesatur nevienu no sastavdalam

. Regula (EK) Nr. 111/2005 ar ko paredz noteikumus par uzraudzibu attieciba uz narkotisko vielu prekursoru tirdzniecibu starp
Kopienu un tre§am valstim

Nesatur nevienu no sastavdalam

. 15.2 Kimiskas droSibas
novértéjums: Kimiskas droSibas novértéjums nav veikts.

16. IEDALA. Cita informacija

Dati balstiti uz masu Sibriza atzinam, tacu tie negaranté produkta 1paSibas un nevar bat par pamatu likumiskam
lgumattiecibam.

. Dro8ibas instrukcijas izstradatajs: Abteilung Umweltschutz
. Saisinajumi un akronimi: ADR: Accord relatif au transport international des marchandises dangereuses par route (European Agreement
Concerning the International Carriage of Dangerous Goods by Road)
IMDG: International Maritime Code for Dangerous Goods
IATA: International Air Transport Association
GHS: Globally Harmonised System of Classification and Labelling of Chemicals
EINECS: European Inventory of Existing Commercial Chemical Substances
ELINCS: European List of Notified Chemical Substances
CAS: Chemical Abstracts Service (division of the American Chemical Society)
DNEL: Derived No-Effect Level (REACH)
PNEC: Predicted No-Effect Concentration (REACH)
PBT: Persistent, Bioaccumulative and Toxic
vPVB: very Persistent and very Bioaccumulative
Flam. Lig. 2: UzliesmojoSi Skidrumi — 2. kategorija
Eye Irrit. 2: Nopietni acu bojajumi/acu kairindjums — 2. Kategorija
Aquatic Chronic 3: Viela bistama Gdens videi - ilgtermina bistamiba Gdenim — 3. kategorija
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